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Supplies
Fabric 1:1/4 yard or 1fat quarter cotton quilting fabric
Fabric 2: 1/3 yard of cotton quilting fabric

*yardage requirements are an estimate, based on 44" wide cotton quilting fabric.

1/4 yard fusible woven interfacing - Pellon SF 101(20" wide) https://amzn.to/3bvgtLu
1/6 yard ultra light weight interfacing; | use Pellon PLF 36 (15" wide) https://tidd.ly/3BPWzDF

6"x 6" (15.2 x 15.2 cm) RFID blocking fabric (optional) https://tidd.y/3ka0GC2
10" (25.5 cm) teeth length - purse size zipper https://amzn.to/3XNB0OJ

Tx set of button snap closure 12.5 mm https://amzn.to/3JR3Wx|

1/2" (12mm) inner measurement d-ring 2x https://amzn.to/30W9bhA

1/2" 12mm) inner measurement swivel hook (3x) https://amzn.to/30W9bhA

Finished bag measurements:
approx. 5" x 8" (127x20.3 cm)

Fabric1  Fabric 2

1/2" (12mm) adjustable strap slider https://amzn.to/3uk09Ty FWI i
Abbrevation

Polyester thread FWI': Fusible Woven interfacing
LWI: Light Weight Interfacing

Tools RS : Right Side

Basic sewing notions WS : Wrong side

Hand sewing needle

; watch the video tutorial

\%\Ilzﬁ(?:\;OfZZt https://youtu.be/nLD_-gT-Prs

Leather hole punch tool

Cutting

Panel 1 (exterior)

Using the provided template (page 3), cut 2x each from Fabric 1& FWI

Panel 2 (front exterior pocket)
Cut 1x each from Fabric 1&2: 6" x 71/2 (152 x19 cm)

Panel 3 (d-ring tabs holder)
Cut 1x from fabric 1: 6" x 2" (152x5cm)

Panel 4 (card pocket)
Cut 1x from fabric 2: 24 1/2" x 31/2" (62x9 cm)
Cut 1x from LWI:23"x 21/2" (58x65 cm)

Panel 5 (side panels for the card pocket)
Cut 2x from Fabric 2:2"x 6" (5x152cm)

Panel 6 (pocket lining)
Cut 1x from RFID fabric or fabric 2: 6" x 6" (15.2x15.2 cm)

Panel 7 (interior)
Using the provided template (page 3), cut 2x each from Fabric 2

D-ring tabs
Cut 2x from fabric 1:2"x 2" (5x5cm)
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watch the video tutorial

https://youtu.be/nLD_-gTPrs
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Adjustable strap
Fabric 1: 55" x 2" (140 x5 cm)

Wristlet strap
Fabric 1: 13"x 2" (33x5cm)

Directions
Seam allowances are 3/8" (1cm) unless otherwise stated.
Please watch the Full Video Tutorial for thorough demonstration.

Preparation
1. Fuse the FWI to the wrong side of both Panel 1
2. Fuse the LWI to the wrong side of panel 4 (center the position)

Bag exterior, strap

3. Sew the front exterior pocket, install the button snap closure.

4.Fold the long sides of panel 5 towards the center, set aside.

5. Sew and install the d-ring tabs, then sew panel 5 over to conceal their raw edges.
6. Sew the strap, then install the hardwares to make an adjustable strap.

7. Make the wristlet strap.

Bag interior
8. Following the below diagram, draw the folding lines on the wrong side of panel 4.
(start drawing the lines from the top to the bottom).
9. Fold and press panel 4 to make 3x card slots (start folding from the bottom to top).
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start folding and pressing from the bottom frim the botton (f necessary)
to measure 6" (15.2 cm) tall
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start drawing from the top

10. Trim the bottom edges of the card pocket panel so that it will measure 6" (15.2 cm) tall.

11. Sew panel 5 to the long sides of the card slots, press, then topstitch.

12. Lay the card pocket panel and panel 6 right sides together, sew the top and bottom edges, press, then install it
on the right side of the front interior panel.

. Please watch the video tutorial thoroughly for visual presentation, and to avoid any confusion.
Assembling the bag

10. Following the demonstration in the video tutorial, install the zipper closure.

11. With the RS facing, sew the bag exterior panels together, then sew the bag interior panels together. watch the video tutorial
Remember to leave an opening at the bottom. https://youtu.be/nlD gTPrs

*sew the bottom interior with 1/2" (1.2) seam allowance.
12. Turn the bag right side out through the opening hole.
13. Sew the opening hole close, hand sew any opening on the side edges of the zipper area.
14. Attach the strap, and your bag is done.

Additional links :
How to sew adjustable strap and installing the hardwares. This video shows how to make 1" adjustable strap, but the same technique
applies on making any size adjustable strap https://youtu.be/RThBV5Hbu0Q?t=1026

How to sew wristlet strap: https://www.youtube.com/watch?v=bPN57n3eEE4&t=1088s

You may sell the bag that you make from this pattern given that it's a home based business.
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curved-top cellphone bag main panel
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Print at "actualsze” donot scale

cut 2x exterior panels
cut 2x interior panels
cut 2x fusible woven interfacing

test squares

linch

2cm

to ensure accuracy, always print PDF files from Adobe Reader
free download at https://get.adobe.com/reader/

seam allowance is included
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